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GENERAL NOTES:

1.

ANY DEVIATIONS FROM THESE STANDARDS SHALL
BE SUBMITTED TO THE CITY FOR PRIOR
APPROVAL.

ALL WORK IN PUBLIC RIGHT—OF—WAY SHALL BE
CONSTRUCTED BY A LICENSED CONTRACTOR AND
REQUIRES PERMIT AND APPROVAL BY THE CITY.

SUBGRADE SHALL BE IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS. IF THE PROJECT HAS
GONE THROUGH THE DEVELOPMENT REVIEW
PROCESS, SUBGRADE SHALL BE IN ACCORDANCE
WITH THE APPROVED PLANS AND DEVELOPMENT
SERVICES DEPARTMENT'S APPROVALS.

CURB AND GUTTER SHALL BE IN ACCORDANCE
WITH THE CONTRACT DOCUMENTS. IF THE
PROJECT HAS GONE THROUGH THE DEVELOPMENT
REVIEW PROCESS, CURB AND GUTTER SHALL BE
IN ACCORDANCE WITH THE APPROVED PLANS
AND DEVELOPMENT SERVICES DEPARTMENT'S
APPROVALS.

FOR CONCRETE CURB AND GUTTER CONSTRUCT
TRANSVERSE JOINTS AS FOLLOWS:

—TOOLED CONTRACTION JOINTS
AT 5 INTERVALS

—1/2” PRE—MOLDED BITUMINOUS
EXPANSION JOINTS AT 30
INTERVALS UNLESS DIRECTLY ABUTTING THE
SIDEWALK THEN 15’ INTERVALS ARE
REQUIRED.

DIMENSIONS AT ROUNDED CORNERS MEASURED
TO INTERSECTION OF STRAIGHT LINES.

8" CURB AND GUTTER AND CUTOFF WALL IS NOT
FOR USE IN NEW RESIDENTIAL DEVELOPMENT.
USE MUST BE PREAPPROVED BY THE CITY.

ASPHALT PLACEMENT SHALL BE EVEN WITH THE
LIP OF GUTTER, BUT IN NO CASE SHALL IT
EXCEED 1/4”. ASPHALT PLACED LOWER THAN LIP
OF GUTTER SHALL BE CORRECTED AT
CONTRACTOR’S EXPENSE.

ROUND—ABOUT CURB

DATE MODIFIED:  jan 03, 2022

City of Rio Rancho
Department of Public Works

CURB AND GUTTER

DWG. NO. CG-01 OCT 2, 2008
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